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STRAINERS

Strainer Y-type 
with flanged connection
Series 300 incl. (303, 304, 321 
and 322)
Body material: Cast Iron, Ductile Iron
DN 15 up to DN 300
PN 10 up to PN 25

Strainer Y-type
Series 310 incl. (SF 311, SF 311/S,  
SF 312, SF 312 S, SF 319 and Sf 320)
Body material: Steel
DN 15 up to DN 350
PN 10 up to PN 40

Strainer in Y-type
with flanged connection
Series 310.1 Incl 313, 314, 315, 
316 & 317
Body material: Cast Steel
DN 15 up to DN 200
PN 63 up to PN 160

Strainers in “Y”
type with threaded 
connection
Series 330 incl. 331, 333, 334, 335, 
337 & 338
Body material: Cast Iron, Cast Steel, 
brass nickel-plated and Stainless 
Steel
G3/8 up to G2
PN 16 up to PN 160

Hat Type Screens
Series 370 incl. 371, 372, 373, 374, 
375, 376, 377 & 378
Body material: Stainless Steel
DN 25 up to DN 600
PN 10 up to PN 40

SOFT-SEATED 
BALL VALVES

Standard design
Two pieces Design
Series 1025/1035 incl. (KH 1026, 
KH 1027, KH 1036 and KH 1037)
Body Material: Stainless & Cast 
Steel 
PN 16 up to PN 40
DN 15 up to DN 300

Standard Design
Compact
Series 1045 incl. KH 1046, 
KH 104 KH 1049
Body material: Forged & 
Stainless Steel
PN 16 up to PN 160 
DN 15 up to 100

SIGHT GLASSES

Design in Straight
straight through with 
flange connection
Series 400 incl.  403, 404, 405, 
406, 407, 408, 410 & 211
Body material:  Cast Steel and 
stainless Steel, Ductile cast Iron
DN 15 up to DN 250   

Standard design
Round and rectangular 
welding sight glasses
Series 460 incl.  461, 462, 462/1, 
463, 464, 464/1, 465, 466 & 466/1
Body material: Steel, Stainless 
Steel and Boiler Plate
DN 15 up to DN 200
PN 10 up to PN 16

GLOBE VALVES

Straight Through Type
Series 800 incl.  803
Body material: Cast Iron
DN 15 up to DN 300
PN 10 up to PN 16

Straight Through Type
Series 810 incl. 811 & 812
Body material: Steel & Stainless Steel
DN 15 up to DN 200
PN 25 up to DN 40

Straight Through Type
Series 810/1 incl. 814, 816, 818, 
813, 815 & 817
Body material: Steel Stainless Steel
DN 15 up to DN 300
PN 63 up to PN 160

Y type globe valve
Series 820 incl. 821, 824, 822 & 825
Body material: Stainless Steel
DN 15 up to DN 300
PN 10 up to PN 40

Bellow Sealed Design
Series  850/1 incl. 852 and 853
Body material: Ductile Iron
DN 15 up to DN 150
PN 10 up to DN 25

Bellow Sealed Design
Series 850 incl. 851
Body material: Ductile Iron
DN 15 up to DN 150
PN 16

FLOAT VALVES

Double Seated, 
stress-relieve pipeline 
float valves
Series 600 incl. SV601, SV 603, SV 
604 & SV 605
Body material: Cast Iron and 
Stainless Steel
DN 40 up to 500 
PN 10

Double Seated, 
stress-relieve pipeline 
float valves
Series 610 incl. SV 616 & SV 620
Body material: Cast Iron and 
Stainless Steel
DN 40 up to 300
PN 16

Single Seated,
stress-relieve Pipeline 
Series: 620 incl. SV 621, SV 622, 
SV 623, SV 624, SV 625, SV 626, SV 
627, SV 628, SV 629 & SV 630
Body Material: Cast Iron & 
Stainless Steel
DN 20-100
PN 10

Single and double 
seated,
stress-relieve pipeline float 
valves with enlarged cover 
flange
Series: 630 incl. SV 631 E, SV 632 
E, SV 633 E & SV 635 E
Body Material: Stainless Steel, Cast 
Steel & Cast Iron
DN 20, DN 25, DN 32 € and DN 40 
up to DN 300 (D)
PN 10

Single-seated float 
valve for internal 
installation,
with screwed ends 
according to ISO 228-1
Series: 640 incl. SV 641, SV 642, 
SV 643
Body Material: Nickel plated
DN G 3/8 up to G 3
PN 6 up to PN 16

Single Seated, Stress-
relieve pipeline float 
valve, angle type
Series: 650 incl. SV 651 - EKB, 652 
- EKB & SV 653 - EKB
Body Material: Cast Iron
DN 40 up to DN 500
PN 10

BOTTOM DRAIN VALVES

Series 840 Including: (BAV 841, 
BAV 842, BAV 843, BAV 844, BAV 
845, BAV 846 and BAV 847)
Body material: Cast Iron, Cast Steel 
and Stainless Steel
DN 25 up to DN 250
PN 10 up to PN 40

Series 840/1 Includes: (BAV 841 M, 
BAV 842 M, BAV 843 M, BAV 844 M, 
BAV 845 M, BAV 846 M, BAV 847 M)
Body material: Cast Iron, Cast & 
Stainless Steel
DN 25 up to DN 250
PN 10 up to PN 40

STAINLESS STEEL VALVES

Standard Design
Series 1240 Including: (AV 1241, As 1243, KH 1245, KH 1246, KH 1247, SF 
337, SG 424, SG 425 and RV 561)
Body material: Stainless Steel
Rp 1/4 up to Rp4
PN 16 up to PN 50

CHECK VALVES

Swing check valves
Series RK 500 incl. RK 501, RK 504, 
RK 505, RK 506, RK 507, RK 508 
& RK 509
Body material: Cast Steel, Stainless 
Steel and Cast Iron
DN 80 up to DN 900
PN 10 up to PN 40

Check Valves
Ball Check Valves for vertical 
instalation
Series RK 530 incl. KRV 531, KRV 
532, KRV 533 & KRV 534
Body material: Cast Iron and 
Stainless Steel
DN 15 up to 200
PN 6 and 16

Check Valves
Y-pattern lift ceck and 
straight through Design
Series RK 550 incl. RV 552/D, 
RV553/S, RV553/D, RV553/D, 
RV554/S, RV554/D, RV555/
D,RV557/S, RV558/S & RV559/S
Body material: Cast Iron, Stainless 
Steel & Cast Iron
DN 15 up to 200
PN 10 up to PN 160

OTHER VALVES

Vacuum Relief Valves 
Series 1140 incl. VBV 1141, VBV 
1142, VBV 1143, VBV 1144, VBV 
1145, VBV 1146, VBV 1147 & 
VBV 1148
Body material: Brass and Stainless 
Steel
Threated: G 3/4 up to G2 
Flangeed: DN 20 up to DN 100
PN 10 up to PN 16 

Vacuum Relief 
Valves with flanged 
connection
Series 1150 incl. VBV 1152, VBV 
1153, VBV 1155, VBV 1156, VBV 
1158, VBV 1159, VBV 1161, VBV 
1162, VBV 1164, VBV 1165, VBV 
1167 & VBV 1168
Body material: Cast Iron & 
Stainless Steel
DN 125 up to 250
PN 10 up to PN 16

Self-Operated 
Aerating / Deaerating 
Valves
Series 1100 incl. BEV 1101, BEV 
1102, BEV 1103 & BEV 1104
Body material: Cast Iron & 
Stainless Steel
Up to PN 16

GATE VALVES 

Standard Design
Series 910 incl. KFS 911 & KFS 912
Body material: Cast Iron
DN 40 up to DN 300
PN 6-10
912 will be removed

Flat Body gate valve
Series 920 incl.  KFS 924
Body material: Steel & Stainless Steel
DN 40 up to DN 300
PN 10

Standard Design
Series 930 incl.  KOS 931, KOS 933 
& KOS 936
Body material: Cast Iron
DN 40 up to DN 300
PN 10 up to PN 16

Gate valves for acid 
service
Series 950.1  incl. KES & KPS 952.1,  
KES & KPS 953.1, KES & KPS 954.1 & 
KES & KPS 955.1
Body material: Stainless Steel
DN 50 up to DN 300
PN 10 up to PN 63

Standard Design
Series 970.1 incl. KES & KPS 974.1, 
KES & KPS 975.1, KES & KPS 976.1, 
KES & KPS 977.1 & KES & KPS 978.1
Body material: Steel
DN 50 up to DN 800
PN 16 up to PN 100
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Crane Co., and its subsidiaries cannot accept responsibility for possible errors in catalogues, brochures, other printed materials, and website information. Crane Co. reserves the right 
to alter its products without notice, including products already on order provided that such alteration can be made without changes being necessary in specifications already agreed. 
All trademarks in this material are property of the Crane Co. or its subsidiaries. The Crane and Crane brands logotype (Aloyco®, Center Line®, Compac-Noz®, Crane®, Duo-Chek®, Flowseal®, 
Jenkins®,  Krombach®, Noz-Chek®, Pacific Valves, Stockham, Triangle®, Uni-Chek®) are registered trademarks of Crane Co. All rights reserved.

Krombach Standard Product Offering
Please refer to the attached Inventory list for our standard 
2-week lead-time product offering.
All other products – please contact factory.
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